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AIRCRAFT PAINT SCHEME
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AIRCRAFT DIMENSIONS

AT

BOTTOM VIEW

WING SPAN
381 517
(11.70 M)
-~ pr
_.-"A"'\-.
HEIGHT

LENGTH
62 11"
(19.20M)
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NOTE:

destruct and fire/explosive area.

RF-4C

AIRCRAFT SKIN PENETRATION POINTS

The QF-4 is an unmanned/radio controlled version of the F-4 aircraft.
It can also be flown by an aircrew when required. This aircraft carries
a self destruct explosive mechanism for a radio controlled destruction
if the aircraft becomes uncontrolable in the air or on the ground. Fire
fighters are to only standby and keep personnel out of the self

CAMERA BAY
ACCESS PANEL 50
(BOTTOM VIEW)

ENGINE BAY
(ALL MODELS) ENGINE BAY
(BOTH SIDES) (ALL MODELS)

ACCESS PANEL 40

QF-4
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AIRCRAFT SKIN PENETRATION POINTS-Continued

F-4E

EQUIPMENT BAY
ACCESS PANEL 4

GUN BAY
ACCESS
PANEL 171

QF-4

LOX

COMPARTMENT
(ALL MODELS)
DOOR 16

NOTE:
Apply agent through
louvers on door.

EQUIPMENT BAY
ACCESS PANEL 124
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SPECIAL TOOLS/EQUIPMENT
Power Rescue Saw

Fire Drill 1l

Rescue Ladders (2)

CONVENTIONAL AND NUCLEAR
ARMAMENT UP TO 2,000 POUNDS

AIRCRAFT ENTRY - ALL MODELS

| WARNING I

When bird strike damage to cockpit areas has
occurred, check for foreign object damage to
seat mounted initiator linkage. Opening
canopy with items lodged between canopy
actuator and seat firing mechanism may cause
seat ejection resulting in death or serious injury.

1. NORMAL ENTRY

a. Push canopy open buttons, located left side of
fuselage, to unlock both canopies. Canopies
will raise pneumatically.

GUN F-4E

b. Install canopy hold open safety struts on
canopy actuator pistons and install safety pins
through pin holes on aft of strut to secure strut
to the canopy actuator.

2. MANUAL ENTRY
la, 2a
a. Push forward canopy open button and handle
release button on manual release handle,
located left side of fuselage, and turn handle
counterclockwise to open position.

OPEN BUTTON

b. Push aft canopy open button and handle
release button on manual release handle,
located left side of fuselage, and turn handle
clockwise to open canopy.

c. Lift and hold canopies open manually and install
safety struts on canopy actuator pistons and
install safety pins.

FORWARD CANOPY

NOTE:
Armament on F-4C,
D, and E models.

PHOTOFLASH QF-4
CARTRIDGES

(RF-4 ONLY) 4

FUEL TANK

STARTER

CARTRIDGES
BATTERY F-4C, F-4D CANOPY
(RF-4C IN LOWER
EQUIPMENT BAY) 1b, 2¢ .
CANOPY SAFETY ™y !
STRUT AND
1a, 2b SAFETY PIN =—SAFETY PIN
AFT CANOPY HOLE

OPEN BUTTON

CLOSE
BUTTON

AFT UNLOCK HANDLE

FWD UNLOCK HANDLE
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AIRCRAFT ENTRY-Continued

3. EMERGENCY ENTRY

| WARNING I

Do not attempt to jettison canopies with left
engine running or aft canopy open. If left engine
iS running, access must be gained over left wing
to the cockpits, avoiding intake and exhaust
areas. Ensure that no F.O.D. exists around top
charge firing mechanism and its yellow trip rod.
Open canopies normally or manually then retard
throttles to idle position. If engines are not
running and aft canopy is not open then use
steps 3a and 3b.

a. Press button to open access door, located on
left side of fuselage forward of left intake,
and remove T-handle.

b. Pull T-handle to full cable length by walking
towards nose of aircraft, then sharply pull T-
handle to jettison canopies. Canopies will be
jettisoned up and aft of aircratft.

4. CUT-IN

a. Cut canopy along canopy frame on all four
sides for each canopy with power rescue saw.

QF-4

1

1

| |
3a

CANOPY JETTISON ', CANOPY CUT-IN
ACCESS DOOR CANOPYJETTISON

T-HANDLE & CABLE
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ENGINE SHUTDOWN

1. ENGINE SHUTDOWN

NOTE:
Engines can ONLY be shutdown from
front cockpit. If throttles are jammed,
engine can be shutdown by placing
master switches to the OFF position.

a. Raise finger lift stop and move throttles,
located on left console, aft to OFF
position.

b. Lift master switches, located on left
console, up and move aft to OFF
position.

la
FINGER LIFT

ENGINE MASTER
LEFT RIGHT

1b
MASTER
SWITCHES

la
THROTTLES

QF-4
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SAFETYING EJECTION SYSTEM

| WARNING .

INTERDICTOR SAFETY PIN SHOULD BE
ROUTED THROUGH SEAR PREVENTING
BANANA LINK MOVEMENT. THIS AREA

IS ONE OF THE MOST DANGEROUS AREAS
OF THE SEAT. IF SEAR IS REMOVED IN ANY
WAY, SEAT EJECTION WILL TAKE PLACE
KILLING OR SEVERELY INJURING CREW-
MEMBER AND/OR RESCUE PERSONNEL.

EJECTION CONTROL HANDLES

SAFETY PIN HOLE

PARACHUTE WITHDRAWAL
LINE GUILLOTINE MECHANISM

EJECTION CONTROL
HANDLE SAFING FLAG

(ROTATED UP FOR SAFING)

EJECTION CONTROL
HANDLE (D-RING)

INERTIA REEL
CONTROL KNOB

F—,————————— ———
ROCKET MOTOR FIRING MECHANISM

BEFORE TCTO 1F-4-1299
| (ROCKET FIRING UNIT UNDER
SEAT ROCKET)

EJECTION CONTROL

(FACE CURTAIN)

COMMON VIEW FOR BOTH SEATS

INTERDICTOR/CABLE

(CONNECTS TO

HANDLES CANOPY FRAME)

TOP CHARGE FIRING
MECHANISM

INTERDICTOR PIN

BANANA LINKS)

TORQUE TUBE
(DO NOT ROTATE)

SEAT MOUNTED
INITIATOR

DROGUE GUN
FIRING
MECHANISM

YELLOW TRIP ROD
FOR ACTUATING
DROGUE GUN

UNDERSEAT ROCKET
CATAPULT EXHAUST NOZZLES

-
|
(ROUTED THROUGH |
|

PANCAKE EXPLOSIVE CHARGES
FOR EJECTION CATAPULT

ROCKET MOTOR
FIRING MECHANISM
AFTER TCTO 1F-4-
1299 (OUTBOARD OF

| DROGUE GUN)

| ROCKET

| MOTOR
FIRING DROGUE
MECHANISM GUN

YELLOW TRIP ROD,
FOR ACTUATING
DROGUE GUN

|
|
|
|
|
|
|
|
|
|
|
|
L
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SAFETYING EJECTION SYSTEM
AND AIRCREW EXTRACTION

1. SAFETYING EJECTION SEAT

| WARNING I

If canopies have been jettisoned or interdictor safety pin
assembly is not installed in the catapult’s top charge firing
mechanism sear, a safety pin must be installed through the
firing mechanism sear to prevent firing of the top charge by
movement of any mechanical mechanism on the top of the
seat. Failure to so and inadvertant sear removal will result
in death or injury to crewmember and rescue crew in the
trajectory of the seat.

a. Ensure interdictor safety pin assembly is installed
through both ejection seats’ catapult top charge firing
mechanism sear.

b. Install safety pin in the seat mounted initiator, located
behind top of seat and catapult.

c. Disconnect Rocket Motor initiator hose by pulling out
initiator hose safety pin.

2. AIRCREW EXTRACTION
a. Raise leg restraint manual release handle, located on
left forward side of seat bucket.

b. Release lap belt by pulling up on release lever.

c. Pull yellow survival kit handle, located next to crew-
member(s) right leg, up and aft until it separates from kit, or
release left and right survival kit buckles.

d. Release left and right shoulder harness straps.

| WARNING I

To prevent possible injury to crewmember(s) use
emergency harness release handle as last resort.
When used, parachute restraints are released and will
push crewmember forward.

CANOPY FRAME

la

INTERDICTOR
I SAFETY PIN
ASSEMBLY

BEHIND TOP CHARGE
FIRING MECHANISM

AFT TOP VIEW OF SEAT/ |

QF-4

1a 0\ /
TOP CHARGE " SEAT
FIRING MECHANISM 3! MOUNTED
WITH SEAR INITIATOR
ROCKET MOTOR FIRING WITH
DROGUE
CUN MECHANISM (AFTER SAFETY
TCTO 1F-4-1299 PIN
lc
ROCKET MOTOR INITIATOR
DISCONNECT SAFETY PIN
SAFETY
EMERGENCY HARNESS 2d
RELEASE HANDLE .
2¢ HARNESS

SURVIVAL KIT
RELEASE HANDLE

EJECTION CONTROL
HANDLE D-RING

2a

LEG RESTRAINT
MANUAL RELEASE
HANDLE

LEG RESTRAINTS
ROUTED THROUGH
FLOOR FITTINGS

2b 2
LAP BELT

SURVIVAL KIT STRAPS

2c
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